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Abstract: Various polymeric blend membranes based on sulfonated poly(ether ether ketone) (sPEEK) and 
poly(vinylidene fluoride) (PVDF) are prepared by solution casting method for direct methanol fuel cells (DMFCs). 
Physicochemical properties of the membranes are studied after blending sPEEK with PVDF in different ratios. It is found 
that the thermal stabilities of all blend membranes are above 200oC which is sufficiently high for use in DMFC. Water 
uptake values of the blend membranes vary between 9-20% as a function of the blend composition. Similar to the water 
uptake property, proton conductivity values and surface hydrophilicity of the samples increase with sPEEK portion in the 
blend. Water uptake of sPEEK30/PVDF70 blend membrane is about 9.2%, the proton conductivity of this membrane is 
0.8 mS.cm-1, and the methanol permeability of sPEEK30/PVDF70 blend membrane is about 1/10 that of untreated 
Nafion®117 reported in the literature. Based on the results, it is concluded that the sPEEK/PVDF polymer blends can be 
considered as a candidate membrane for DMFC applications considering their controllable properties, cheapness and 
easy preparation. 
Keywords: Blend membranes, Direct methanol fuel cell, Electrolyte, PVDF, sPEEK. 
1. INTRODUCTION 
Nowadays, the generation of clean, efficient and 
environmental-friendly energy is one of the major 
challenges for engineers and scientists. Fuel cells 
convert the chemical energy of a fuel gas directly into 
electrical energy. They are efficient and 
environmentally clean without combustion. Fuel cell 
systems are available to meet the needs of applications 
ranging from portable electronic devices to utility power 
plants. Promising applications for fuel cells include 
portable power, transportation, building co-generation 
and distributed power for utilities [1]. 
Among the several types of fuel cells, polymer 
electrolyte membrane fuel cells (PEMFCs) have gained 
considerable attention as promising systems for 
portable applications [2-4]. In general, hydrogen is 
used as fuel in polymer electrolyte membrane fuel 
cells. Due to the disadvantages associated with 
hydrogen (e.g. absence in nature, obtaining with a 
chemical process, storage problem, operating safety), 
liquid fuels come into prominence. Direct methanol fuel 
cell (DMFC), using liquid methanol fuel, is a favorable 
option compared to hydrogen-fed fuel cells. The major 
limitation of the commercially available 
perfluorosulfonated membranes in DMFCs is that they 
exhibit high methanol permeability (PM) from anode to 
cathode leading a reduction in the electrical 
performance [5-7], although they offer numerous  
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benefits, such as high efficiency, high power density 
and low or zero emissions. Therefore, some 
approaches were reported for suppressing methanol 
diffusion through the electrolyte. The first one is the 
modification of fluorinated and non-fluorinated 
membranes with the addition of inorganic components 
[8-13]. This attempt dramatically reduced PM with 
slightly sacrificing proton conductivity (σ). Recently 
conductive polymers, polyaniline (PANi), polypyrrole 
(PPy) and polybenzimidazole (PBI) were also 
introduced into Nafion to barrier the methanol transport 
[14-17]. In an alternative approach, various 
multilayered composite membranes were studied and it 
was reported that the methanol permittivity decreased 
due to the formation of thick barrier film on Nafion 
membrane [18, 19]. 
Among the polymers studied in the literature, 
sPEEK is considered one of the most promising and 
alternative option for fabrication of membranes to be 
used as an electrolyte in DMFCs [20]. sPEEK has 
many advantages, such as low cost, easy sulfonation 
process, low methanol permeability and high proton 
conductivity at a high degree of sulfonation [21]. In 
spite of its various benefits, sPEEK must be modified to 
improve the membrane properties. Hence, polymer 
blending is considered as a cost-effective method for 
the modification of sPEEK [22]. There are several 
works on blending of sPEEK with poly(ether sulfone) 
[23], poly(ether imide) [24] and polysulphone [25,26]. 
Blending of sPEEK with PVDF is one of the important 
methods discussed in the literature because PVDF is 
mechanically tough and resistant to methanol 
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crossover [27-29]. In a very fresh article, novel blend 
membranes of poly(vinylidene fluoride) grafted 
poly(styrene sulfonic acid) (PVDF-g-PSSA) with sPEEK 
were prepared for DMFC applications to disperse 
PVDF-g-PSSA in the sPEEK matrix homogeneously 
[30]. As we know, sPEEK has hydrophilic domains and 
methanol diffuses primarily through the hydrophilic 
water-rich domains. In this study, it was aimed to 
compensate these hydrophilic domains by formation of 
blend structure with PVDF due to its hydrophobic 
nature and to find a membrane with optimum proton 
conductivity (σ), suppressed methanol permittivity (PM) 
and dimensional stability. Furthermore, the effects of 
sPEEK content on methanol permeability, proton 
conductivity, membrane selectivity (Φ) and morphology 
of the blend membranes were investigated 
comparatively.  
2. MATERIALS AND METHODS: 
Chemicals and Materials 
PEEK extruded pellets were provided by 
Polysciences, Inc. and PVDF (Molecular weight: 
average Mn ~71000, average Mw ~180000 by GPC) 
were provided by Sigma-Aldrich. Sulfuric acid (95-98 
wt%, Sigma-Aldrich), dimethylacetamide (DMAc, 
Merck), N-methyl-2-pyrrolidinone (NMP, Sigma-Aldrich) 
and methanol (Sigma-Aldrich) were also used as 
received. Milli-Q-water (R=18.2 M Ω) was used for all 
preparation and analysis experiments. 
Sulfonation of PEEK 
Sulfonation of PEEK was carried out as reported in 
a previous study [31]. 5 g of PEEK was dissolved in 
250 mL of concentrated sulfuric acid and stirred 
vigorously at room temperature until completely 
dissolved. After sulfonation process was completed, 
the sulfonated polymer was recovered by precipitating 
the solution into a large excess of ice water. The 
polymer suspension was left to settle overnight. The 
precipitate was filtered, washed until pH was neutral. 
After washing, the precipitate was dried under vacuum 
for 12 h at 90°C and finally it was ground. The obtained 
yellowish powder was called as sulfonated poly(ether 
ether ketone) (sPEEK). 
Preparation of the Blend Membranes 
Blend membranes were prepared using 10% wt. 
solution of sPEEK dissolved in NMP and 10% wt. 
solution of PVDF dissolved in DMAc at five different 
compositions (sPEEK/PVDF, 50/50, 45/55, 40/60, 
30/70, 25/75 in volume). The obtained membranes 
were abbreviated as sPEEK(X)-PVDF(Y), where X and 
Y indicate the volumetric percent of sPEEK and PVDF 
solutions in the blend composition. After blending and 
pouring into a Teflon mold, the solutions were left 
overnight for degassing. Finally, the membranes were 
dried in an oven at 80°C and 100°C for 1 h and 120°C 
for 3 h. Pictures of the sPEEK membrane preparation 
steps are shown in Figure 1. In addition to the blend 
membranes, pure sPEEK and PVDF membranes were 
also prepared to compare the results. 
Characterization 
Thermal behavior of the membranes was studied 
with an SII Exstar 6000 thermogravimetric/differential 
thermal analysis (TG/DTA) 6300 between 40-600°C 
with a heating rate of 10°C.min-1 under air atmosphere. 
Proton conductivities (σ) of the blend and pure 
membranes were measured by two-probe method 
using a Solartron 1260 Frequency Response Analyzer 
 
Figure 1: Pictures of (a) PEEK in sulfuric acid solution, (b) precipitated sPEEK in Milli-Q water, (c) dried and powdered sPEEK 
and (d) sPEEK film in a Teflon mould. 
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(FRA) and Solartron 1296 Dielectric Interface. The 
membrane was cut in 2 cmx2.5 cm dimensions and 
impedance measurements were performed in water at 
22±1oC. Impedance measurements were performed in 
water with a test system described in our previous 
paper [32]. The proton conductivity was calculated from 
Eq. (1). 
 
! = LRAd            (1) 
where σ is the proton conductivity, L is the distance 
between Pt electrodes, d is the thickness of the 
membrane, R is the bulk resistance value measured. 
Water uptake values were determined according to 
the procedure used in a study [33]. All membranes 
were conditioned at 105°C for 1 h and then 50°C for 24 
h at an oven. Samples were cooled to room 
temperature and immediately weighted (Wdry), and then 
immersed in water at room temperature for 24 h. The 
membranes were removed from water and weighted 
again (Wwet). Water uptake values of the blend and 
pure membranes were calculated as follows [33]:  
WU(%) = 100! (Wwet "Wdry )Wdry           (2) 
Methanol permeation measurements of the 
membranes were carried out using a U-shaped home-
made apparatus which consists of two different 
compartments filled with ultra-pure Milli-Q water and 10 
M of methanol solution. Methanol concentration 
diffused through the membrane was detected with time 
using a Zeissler refractive indexer. Methanol 
concentration in Milli-Q water compartment was 
significantly increased and then reached a plateau over 
30 h. Therefore, all methanol permeation tests were 
carried out during this time. Methanol permittivity 
values of the membranes were calculated using Eq. 
(3). 
          (3) 
Where CB(t) is the methanol concentration diffused 
through membrane at any time, A is the area of 
membrane, CA0 is the concentration of methanol 
solution (10 M), VB is the volume of liquid in pure water 
part of apparatus, L is the membrane thickness and P 
is the methanol permittivity of membrane.  
Contact angle measurements of the blend and pure 
membranes were performed using KSV Attension 
Tensiometer. The contact angles presented here are 
static contact angles measured with the standard 
pendant drop technique and volume of the water 
droplet was maintained constant at 5 µL. The 
measurements were repeated three times for each 
sample. Morphology of all prepared membranes and 
the phase distribution in blend membranes were 
observed using Field Emission Scanning Electron 
Microscopy (FESEM). For SEM analysis, the samples 
broken after cooling in liquid nitrogen were sputtered 
with gold and measured by a FEI Quanta FEG 
instrument at an operation voltage of 10 kV. Also 
energy dispersive X-ray analysis (EDX) provided an 
elemental analysis of the samples. 
3. RESULTS AND DISCUSSION 
Thermal gravimetric analysis (TGA) plots of the 
pure and blend membranes, namely 
sPEEK25/PVDF75 and sPEEK50/PVDF50, are shown 
in Figure 2. While pure PVDF had one thermal 
degradation step starting from 450°C, sPEEK exhibited 
thermal degradation in three regions. Similarly thermal 
decompositions of the prepared blend membranes 
occurred in three steps and all blend membranes 
showed the similar TG patterns. The initial weight loss 
is related to the removal of water adsorbed on the 
sample. The second transition in the temperature range 
of 200-450°C is attributed to a loss of sulfonic acid 
groups in sPEEK. The third loss occurred between 450 
and 500°C can be ascribed to the decomposition of 
sPEEK and PVDF backbone. Regarding the 
comparison of thermal degradation of blend 
membranes with 25 and 50 percent of sPEEK, they 
exhibited nearly the same TG patterns. The blend 
membrane with 75 percent of PVDF showed slightly 
higher thermal stability than that of the membrane with 
lower amount of PVDF in the blend composition. This 
result can be directly attributed to the presence of 
thermally labile sulfonic acid groups in higher 
proportions. Another reason may be the lower water 
uptake of the blend membrane with high PVDF content. 
On the other hand, thermal degradation onset 
temperatures of the blend membranes were roughly 
above 200°C. It meant that all prepared sPEEK/PVDF 
membranes were stable at DMFC operation 
temperature and their thermal stabilities were high to 
meet the requirements of DMFC.  
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Figure 2: Thermogravimetric (TG) patterns of the pure PVDF 
(red line), pure sPEEK (black line), sPEEK25/ PVDF75 (blue 
line) and sPEEK50/PVDF50 (green line). 
Table 1 shows and compares the proton 
conductivity (σ), water uptake, methanol permittivity 
(PM) and membrane selectivity (Φ) of the membranes 
and Nafion®117 reported in the literature. The proton 
conductivity of pure sPEEK membrane is 8.6 mS.cm-1 
and comparable to Nafion®117 membrane's proton 
conductivity value [34]. When sPEEK was blended with 
PVDF at different ratios, proton conductivity values of 
the blend membrane raised with sPEEK in the blend 
composition and σ reached to 2.24 mS.cm-1 for 
sPEEK50/PVDF50. This expected increase in 
conductivity can be attributed to the presence of 
relatively high proportion of proton carrier sulfonic 
groups in the blend membrane. Also, improvement in 
water uptake properties of the blend membranes 
containing higher amount of sPEEK can lead to 
facilitate the proton transport through the polymer 
electrolyte membrane. Similar to σ results, water 
uptake of the blend membrane increased with sPEEK 
proportion in the blend. Water uptake of the pure 
sPEEK membrane was found to be 44.9%. As 
expected, water uptake of the pure sPEEK membrane 
quite high when compared with the pure PVDF 
membrane (1.6%) due to their hydrophilic/hydrophobic 
nature. Furthermore, we observed similar trends in 
water uptake values of the blend membranes. Although 
the blend membranes with low sPEEK content had 
very small water uptake, the value reached to 20% with 
fifty percent of sPEEK in the blend. In a study, water 
uptake value for pure sPEEK membrane was found of 
30% and it was reported that this result was very close 
to literature value of sPEEK [30, 35]. In general, high 
water uptake is a prerequisite for a good proton-
conducting membrane because water would induce a 
dissociation of the protons from sulfonic groups and 
would also act as "vehicles" for the transportation of the 
protons from the anode to the cathode [30, 36]. On the 
other hand, most proton-conducting membranes based 
on sulfonated aromatic polymers exhibit significant 
dimensional change by hydration, and this leads to 
degradation of fuel cell performance on a prolonged 
operation. Because of these reasons, it was considered 
that the blend membranes with 30-50% sPEEK content 
are suitable for DMFCs in conjunction with conductivity 
and water uptake properties.  
Besides, preliminary methanol permeation results 
are shown in Table 1. High methanol crossover through 
the ionic conducting polymer membrane is a very 
important problem to be overcome for DMFC 
Table 1: Proton Conductivity (σ), Water Uptake %, Methanol Permittivity (PM) and Membrane Selectivity (Φ) of the Pure 
and Blend Membranes 
Membrane Code Proton Conductivity (σ) (mS. cm-1) Water Uptake % Methanol Permittivity (PM) (cm2.s-1) (Φ)a (S.s.cm−3) 
sPEEK  8.6 44.9 2.23x10-6 3.86x103 
PVDF  0.2 1.6 -- -- 
sPEEK50/PVDF50 2.24 20 n.d -- 
sPEEK45/PVDF55 1.23 11.6 n.d -- 
sPEEK40/PVDF60 1.14 9.6 n.d -- 
sPEEK30/PVDF70 0.8 9.2 6.53x10-8 1.22x104 
sPEEK25/PVDF75 0.6 9.1 -- -- 
Untreated  
Nafion®117b 
37.8 -- 6.04 x10-7 6.25x104 
a: Membrane selectivity (σ/PM). 
b: Ref.[34] 
n.d.: Not detected due to insufficient mechanical integrity of the blend membranes during the methanol permeation tests.  
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applications. In Nafion-based membranes, methanol 
diffusion rate and the proton conductivity are in a trade-
off relationship with each other, i.e., the membrane with 
higher proton conductivity shows higher alcohol 
crossover. As we know, sPEEK has hydrophilic 
domains and methanol diffuses primarily through the 
hydrophilic water-rich domains. Here, we tried to 
compensate these hydrophilic domains by formation of 
blend structure with PVDF due to its hydrophobic 
nature. PM values of the membranes were determined 
by calculating the slope of Eq. 3 and the methanol 
permeability graph of sPEEK30/PVDF70 is given in 
Figure 3 as an example. One can see from Table 1 that 
the methanol permeabilities of sPEEK and 
sPEEK30/PVDF70 were determined as 2.23x10-6 cm2. 
s-1 and 6.53x10-8 cm2. s-1, respectively. These results 
showed that methanol permeability of the blend 
membrane significantly decreased with PVDF content 
and was much lower (roughly 35 times) than that of 
pure sPEEK, whereas proton conductivities of the 
membranes were comparable to that of pure sPEEK. 
This can be explained by the presence of PVDF which 
is in water-repelling (hydrophobic) nature in the blend 
composition. Another reason can be the formation of 
dense membrane structure via solution casting method. 
Comparing to Nafion®117 reported in the literature, PM 
of the blend membrane was 10 times lower than that of 
Nafion ®117, whereas proton conductivities of the 
commercial membrane was much larger to that of 
sPEEK/PVDF blend membrane [37]. On the other 
hand, PM of the blend membranes with more than 30% 
of sPEEK could not be measured due to the insufficient 
mechanical integrity of the samples during the 
methanol permeation tests. 
 
Figure 3: Methanol permeability of sPEEK30/PVDF70 
membrane at room temperature. 
Regarding the membrane selectivity, the selectivity 
factor (Φ) is defined as the ratio of proton conductivity 
to methanol permeability and used as an indicator of 
the suitability of a given membrane for DMFC 
applications. Table 1 shows Φ of the pure sPEEK and 
sPEEK30/PVDF70 membranes comparatively. Also, 
Table 1 indicates the membrane selectivity of 
Nafion®117 reported in the literature. Φ values of 
sPEEK and sPEEK30/PVDF70 were calculated as 
3.86x103 and 1.22x104 S.s.cm−3, respectively. These 
results indicated that the blending of sPEEK with PVDF 
led to an improvement in membrane selectivity of the 
blend membrane due to the significant enhancement in 
methanol barrier properties. On the other hand, 
membrane selectivity result of Nafion®117 in the 
literature was 5 times higher than that of 
sPEEK30/PVDF70. This lower selectivity for blend 
membrane can be attributed to its low proton 
conductivity. In conclusion, membrane selectivity of 
sPEEK30/PVDF70 blend membrane can be acceptable 
and this membrane can be considered as a good 
candidate due to its acceptable physical properties and 
dimensional stability for DMFC applications. 
Contact angle (θ) measurements of the membranes 
were performed to observe the surface hydrophilicity. 
Contact angle measurements were repeated three 
times per sample and average results were calculated. 
The surface and droplet images obtained during 
measurement are shown in Figure 4 and contact angle 
values were given in Table 2. One can see from Table 
2 that the average contact angle of sPEEK was 76.5º 
while θ values of the blend films were found to be in the 
range of 75.2-94.6º. Contact angles of the blend 
membranes increased with PVDF and contact angle of 
sPEEK30/PVDF70 reached to 94.2º, which is generally 
accepted as hydrophobic. On the other hand, 
sPEEK45/PVDF55 exhibited an average contact angle 
of 75.2º and it can be accepted as hydrophilic. This 
reduction in average contact angles of the blend 
membranes with higher amount of SPEEK can be 
mainly attributed to the hydrophilic nature of sulfonic 
acid groups. These results also confirmed the obtained 
water uptake and proton conductivity data. 
Interestingly, it would be expected that the lowest 
average contact angle for pure sPEEK. However, 
sPEEK45/PVDF55 showed slightly lower contact angle 
value than that of pure sPEEK. Probably, this slight 
difference can be explained by the morphology of the 
pure and blend membranes.  
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Table 2: Average Contact Angle Values of some of the 







sPEEK 76.6 76.5 76.5 
sPEEK30/PVDF70 95.4 93.8 94.6 
sPEEK40/PVDF60 79.7 79.9 79.8 
sPEEK45/PVDF55 74.5 75.9 75.2 
 
SEM photographs of the pure and blend 
membranes were taken to observe the distribution of 
sPEEK in the PVDF matrix and morphology of the pure 
and blend membranes. Also, EDS graphs for blend 
phases in sPEEK50/PVDF50 membrane are shown in 
Figure 6. As one can see from Figure 5 (a) and (b) that 
pure sPEEK and PVDF membranes were dense, 
uniform and defect-free. Regarding the surface and 
distribution of blend membranes, it can be clearly seen 
two different phases for the membranes with more than 
30% of sPEEK. One of the phases is the main phase 
and the other one is spherically disturbed phase. With 
increasing sPEEK in the blend composition, 
aggregates of the some spherical formations were 
observed. This is probably due to the formation of 
some clusters of water-loving (hydrophilic) parts (-
SO3H groups) in the hydrophobic parts or vice versa.  
Further, EDS analyses were performed to be sure 
about the phases and it can be seen from Figure 6 that 
 
Figure 4: Contact angle measurement images of the pure sPEEK and some of blend membranes. 
 
Figure 5: SEM pictures of (a) PVDF, (b) sPEEK, (c) sPEEK30/PVDF70, (d) sPEEK45/PVDF55 and (e) sPEEK50/PVDF50. 
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spherically disturbed phase was sulfur enriched region. 
This result indicated that the dark dots in the upper 
picture were attributed to the presence sulfonic acid 
groups and sPEEK (Figure.6a). The other main phase 
was corresponded to immensely fluorine-containing 
PVDF (Figure.6b). 
CONCLUSION 
Five different blend membranes of sulfonated 
poly(ether ether ketone) (sPEEK) and poly(vinylidene 
fluoride) (PVDF) are prepared with various mixing 
volume ratios for direct methanol fuel cell (DMFC) 
applications. Furthermore, the effects of sPEEK 
content on water uptake, proton conductivity (σ), 
methanol permeability (PM), membrane selectivity (Φ) 
and morphology of the blend membranes are 
investigated. Water uptake values of the blend 
membranes vary between 9-20% as a function of the 
blend composition. Similar to the water uptake 
property, proton conductivity and surface hydrophilicity 
of the samples increase with sPEEK. Since most 
proton-conducting membranes based on sulfonated 
aromatic polymers exhibit significant dimensional 
change by hydration, it is considered that the blend 
membranes with 30-50% of sPEEK seem to be 
suitable. In addition, it is found that methanol 
permeability of the blend membranes dramatically 
decreases with PVDF content and they are much lower 
than that of pure sPEEK whereas proton conductivities 
of these membranes are comparable to that of sPEEK. 
The blend membranes are dense and uniform when 
sPEEK volume ratio below than 30 %. Beyond this 
point, sPEEK is distributed spherically in PVDF and the 
blend membranes lose their mechanical integrity during 
the methanol permeation tests. Also, it is found that the 
thermal stabilities of all prepared membranes are 
above 200oC, which is sufficiently high for use in 
DMFCs. Comparing to Nafion®117 reported in the 
literature, PM of the blend membrane is 10 times lower 
than that of Nafion®117, whereas proton conductivities 
of the commercial membrane is much larger than that 
of sPEEK/PVDF blend membrane. Based on the 
results, it can be concluded that the sPEEK/PVDF 
blends can be considered as a candidate membrane 
for DMFC applications due to their controllable 
properties, cheapness and easy preparation. 
REFERENCES  
[1] Stambouli AB, Traversa E. Solid oxide fuel cells (SOFCs): a 
review of an enviromentally clean and efficient source of 
energy. Renew Sust Energ Rev 2002; 6 (5): 433-55. 
http://dx.doi.org/10.1016/S1364-0321(02)00014-X 
[2] Wang Y, Chen KS, Mishler J, Cho SC, Adroher XC. A review 
of polymer electrolyte membrane fuel cells: Technology, 
applications, and needs on fundamental research. Appl 
Energy 2011; 88: 981-1007 
[3] Hentall PL, Lakeman JB, Mepsted GO, Adcock PL, Moore 
JM. New materials for polymer electrolyte membrane fuel cell 
current collectors. J Power Sources 1999; 80 (1-2): 235-41. 
http://dx.doi.org/10.1016/S0378-7753(98)00264-X 
[4] Frey T, Linardi M. Effects of membrane electrode assembly 
preparation on the polymer electrolyte membrane fuel cell 
performance. Electrochim Acta 2004; 50 (1): 99-105. 
http://dx.doi.org/10.1016/j.electacta.2004.07.017 
[5] Li L, Zhang J, Wang Y. Sulfonated poly(ether ether ketone) 
membranes for direct methanol fuel cell. J Memb Sci 2003; 
226: 159-67. 
http://dx.doi.org/10.1016/j.memsci.2003.08.018 
[6] Nonaka H, Matsumura YJ. Electrochemical oxidation of 
carbon monoxide, methanol, formic acid, ethanol, and acetic 
acid on a platinum electrode under hot aqueous conditions. J 
Electroanal Chem 2002; 520: 101-10. 
http://dx.doi.org/10.1016/S0022-0728(01)00752-5 
[7] Chen S, Schell M. Excitability and multistability in the 
electrochemical oxidation of primary alcohols. Electrochim 
Acta 2000; 45: 3069-80. 
http://dx.doi.org/10.1016/S0013-4686(00)00393-5 
[8] Jia N, Lefebvre MC, Halfyard J, Qi Z. Pickup PG. 
Modification of Nafion proton exchange membranes to 
reduce methanol crossover in PEM fuel cells. Electrochem 
 
Figure 6: EDS graphs of (a) dark dots in sPEEK50/PVDF50 (upper right picture) and yellowish region in sPEEK50/PVDF50. 
Sulfonated PEEK and PVDF Blend Membranes for Direct Methanol International Journal of Membrane Science and Technology, 2015, Vol. 2, No. 2    17 
Solid-State Lett 2000; 3: 529-31. 
http://dx.doi.org/10.1149/1.1391199 
[9] Miyake N, Wainwright JS, Savinell RF. Evaluation of a sol-gel 
derived Nafion/silica hybrid membrane for polymer electrolyte 
membrane fuel cell applications - II. Methanol uptake and 
methanol permeability. J Electrochem Soc 2001; 148: A905-
09. 
http://dx.doi.org/10.1149/1.1383072 
[10] Tang H, Wan Z, Pan M, Jiang SP. Self-assembled Nafion-
silica nanoparticles for elevated-high temperature polymer 
electrolyte membrane fuel cells. Electrochem Commun 2007; 
9: 2003-08. 
http://dx.doi.org/10.1016/j.elecom.2007.05.024 
[11] Yang C, Srinivasan S, Srico AS, Creti P, Baglio V, Antonucci 
V. Composite Nafion/ Zirconium Phosphate Membranes for 
Direct Methanol Fuel Cell Operation at High Temperature. 
Electrochem Solid-State Lett 2001; 4 (4): A31-4. 
http://dx.doi.org/10.1149/1.1353157 
[12] Tricoli V. Proton and methanol transport in 
poly(perfluorosulfonate) membranes containing Cs+  and 
 H+  cations. J Electrochem Soc 1998; 145 (11): 3798-
3801. 
http://dx.doi.org/10.1149/1.1838876 
[13] Mohanapriya S, Bhat SD, Sahu AK, Pitchumani S, Sridhar P, 
Shukla AK. A new mixed-matrix membrane for DMFCs. 
Energy Environ Sci 2009; 2: 1210-16. 
http://dx.doi.org/10.1039/b909451b 
[14] Huang QM, Zhang QL, Huang HL, Li WS, Huang YJ, Luo JL. 
Methanol permeability and proton conductivity of Nafion 
membranes modified electrochemically with polyaniline. J 
Power Sources 2008; 184 (2): 338-43. 
http://dx.doi.org/10.1016/j.jpowsour.2008.06.013 
[15] Choi BG, Park HS, Im HS, Kim YJ, Hong WH. Influence of 
oxidation state of polyaniline on physicochemical and 
transport properties of Nafion/polyaniline composite 
membrane for DMFC. J Memb Sci 2008; 324:102-10. 
http://dx.doi.org/10.1016/j.memsci.2008.06.061 
[16] Ainla A, Brandell D. Nafion®–polybenzimidazole (PBI) 
composite membranes for DMFC applications. Solid State 
Ionics 2007; 178:581-85. 
http://dx.doi.org/10.1016/j.ssi.2007.01.014 
[17] Wycisk R, Chrisholm J, Lee J, Lin J, Pintauro PN. Direct 
methanol fuel cell membranes from Nafion–
polybenzimidazole blends. J Power Sources 2006; 163: 9-17. 
http://dx.doi.org/10.1016/j.jpowsour.2005.11.056 
[18] Yang B, Manthiram A. Multilayered membranes with 
suppressed fuel crossover for direct methanol fuel cells. 
Electrochem Commun 2004; 6 (3): 231-36. 
http://dx.doi.org/10.1016/j.elecom.2003.12.005 
[19] Shao ZG, Wang X, Hsing IM. Composite Nafion/polyvinyl 
alcohol membranes for the direct methanol fuel cell. J Memb 
Sci 2002; 210 (1): 147-53. 
http://dx.doi.org/10.1016/S0376-7388(02)00386-1 
[20] Sasikala S, Meenakshi S, Bhat SD, Sahu AK. Functionalized 
bentonite clay-sPEEK based composite membranes for 
direct methanol fuel cells. Electrochim Acta 2014; 135: 232-
41. 
http://dx.doi.org/10.1016/j.electacta.2014.04.180 
[21] Jung HY, Park JK. Long-term performance of DMFC based 
on the blend membrane of sulfonated poly(ether ether 
ketone) and poly(vinylidene fluoride). Int J Hydrogen Energ 
2009; 34(9): 3915-21. 
http://dx.doi.org/10.1016/j.ijhydene.2009.02.065 
[22] İnan TY, Doğan H, Unveren EE, Eker E. Sulfonated PEEK 
and fluorinated polymer based blends for fuel cell 
applications: Investigation of the effect of type and molecular 
weight of the fluorinated polymers on the membrane's 
properties. Int J Hydrogen Energ 2010; 35: 12038-53. 
http://dx.doi.org/10.1016/j.ijhydene.2010.07.084 
[23] Wilhelm FG, Punt IGM, Van Der Vegt NFA, Strathmann H, 
Wessling M. Cation permeable membranes from blends of 
sulfonated poly(ether ether ketone) and poly(ether sulfone). J 
Membr Sci 2002; 199:167-76. 
http://dx.doi.org/10.1016/S0376-7388(01)00695-0 
[24] Mikhailenko SD, Zaidi SMJ, Kaliaguine S. Electrical 
properties of sulfonated polyether ether 
ketone/polyetherimide blend membranes doped with 




[25] Kerres J. Blended and cross-linked ionomer membranes for 
application in membrane fuel cells. Fuel Cells 2005; 2: 230-
47. 
http://dx.doi.org/10.1002/fuce.200400079 
[26] Kerres J. Covalent-ionically cross-linked poly(ether 
etherketone)-basic polysulfone blend ionomer membranes. 
Fuel Cells 2006; 3-4: 251-60. 
[27] Wootthikanokkhan J, Seeponkai N. Methanol Permeability 
and Properties of DMFC Membranes Based on Sulfonated 
PEEK/PVDF Blends. J Appl Polym Sci 2006; 102 (6): 5941-
47. 
http://dx.doi.org/10.1002/app.25151 
[28] Ren SZ, Sun GQ, Li CN, Wu ZM, Jin W, Chen WM, Xin Q, 
Yang XF, Sulfonated poly (ether ether ketone)/polyvinylidene 
fluoride polymer blends for direct methanol fuel cells. Mater 
Lett 2006; 60:44-7. 
http://dx.doi.org/10.1016/j.matlet.2005.07.068 
[29] Sung KA, Kim WK, Oh KH, Choo MJ, Nam KW, Park JK, 
Stability enhancement of polymer electrolyte membrane fuel 
cells based on a sulfonated poly(ether ether ketone)/ 
poly(vinylidene fluoride) composite membrane. J Power 
Sources 2011; 196 (5): 2843-49. 
[30] Liu X, Meng XY, Wu JT, Huo JB, Cui LS, Zhou Q, 
Microstructure and properties of novel sPEEK/PVDF-g-PSSA 
blends for proton exchange membrane with improved 
compatibility. RSC Adv 2015; 85: 69621-28. 
[31] Gaowen Z, Zhentao Z. Organic/inorganic composite 
membranes for application in DMFC. J Membr Sci 2005; 261: 
107-13. 
http://dx.doi.org/10.1016/j.memsci.2005.03.036 
[32] Deligöz H, Vatansever S, Öksüzömer F, Koç SN, Özgümüş 
S, Gürkaynak MA. Preparation and characterization of 
sulfonated polyimide ionomers via post-sulfonation method 
for fuel cell applications. Polym Adv Technol 2008; 19: 1126-
32. 
http://dx.doi.org/10.1002/pat.1096 
[33] Unveren EE, İnan TY and Çelebi SS. Partially Sulfonated 
Poly(1,4-phenyleneether-ether-sulfone) and Poly(vinylidene 
fluoride) Blend Membranes for Fuel Cells. Fuel Cells 2013; 
13 (5): 862-72. 
[34] Yılmaztürk S, Deligöz H, Yılmazoğlu M, Damyan H, 
Öksüzömer F, Koç SN, Durmuş A, Gürkaynak MA. A novel 
approach for highly proton conductive electrolyte membranes 
with improved methanol barrier properties: Layer-by-Layer 
assembly of salt containing polyelectrolytes. J Memb Sci 
2009; 343:137-46. 
http://dx.doi.org/10.1016/j.memsci.2009.07.019 
[35] Xing P, Robertson GP, Guiver MD, Mikhailenko SD, Wang K, 
Kaliaguinr S. Synthesis and characterization of sulfonated 
poly(ether ether ketone) for proton exchange membranes. J 
Membr Sci 2004; 229, 95-106. 
http://dx.doi.org/10.1016/j.memsci.2003.09.019 
[36] Kreuer KD. Proton Conductivity:  Materials and Applications. 
Chem Mater 1996; 8: 610-641. 
http://dx.doi.org/10.1021/cm950192a 
 
18    International Journal of Membrane Science and Technology, 2015, Vol. 2, No. 2 Dönmez and Deligöz 
[37] Li X, Roberts EPL, Holmes SM. Evaluation of composite 




Received on 28-09-2015 Accepted on 29-10-2015 Published on 30-11-2015 
 
http://dx.doi.org/10.15379/2410-1869.2015.02.02.02 
© 2015 Dönmez and Deligöz; Licensee Cosmos Scholars Publishing House. 
This is an open access article licensed under the terms of the Creative Commons Attribution Non-Commercial License 
(http://creativecommons.org/licenses/by-nc/3.0/), which permits unrestricted, non-commercial use, distribution and reproduction in any medium, 
provided the work is properly cited. 
 
